


EXISTING WATER
MAIN. VERIFY SIZE

AND MATERIAL.

NEW 4 X 4 X 4
STAINLESS STEEL
TAPPING SADDLE.

NEW 4" FL X FL NON-RISING
STEM RESILIENT SEATED GATE
VALVE  WITH 2" OPERATING NUT.

NEW 4" DR11 IPS
HDPE WATER MAIN.

FUSION BUTT WELD ALL JOINTS
PER ASTM F 2620 AND
MANUFACTURER INSTRUCTIONS.

NEW 4" IPS HDPE BUTT WELD
FLANGE ADAPTER WITH
DUCTILE IRON BACK UP RING.

NEW 4x2 DR11 IPS HDPE
BUTT WELD REDUCER

NEW 4" DR11 IPS
HDPE WATER MAIN

FUSION BUTT WELD ALL JOINTS
PER ASTM F 2620 AND

MANUFACTURER INSTRUCTIONS.

NEW DR11 IPS BUTT WELD
HDPE X BRASS NPT
TRANSITION. MAY BE USED TO
FILL LINE AND AS RISER FOR
TESTING. COMPLETE AS
BLOW-OFF PER DETAIL HEREIN.

NEW 4" DR11
IPS HDPE

WATER MAIN

FUSION BUTT WELD ALL JOINTS
PER ASTM F 2620 AND
MANUFACTURER INSTRUCTIONS.

EXTEND NEW 1" PEX SERVICE
LINE FROM CURB STOP TO
METER BOX AND CAP UNTIL
HYDROSTATIC TESTING AND
BACTERIOLOGY IS COMPLETE.

NEW 1"  DR11 IPS  BUTT
WELD HDPE X BRASS

NPT TRANSITION.

SEE STANDARD METER
INSTALLATION 5/8"-3/4"
FOR CONTINUATION.

FUSION BUTT WELD ALL
JOINTS PER ASTM F 2620
AND  MANUFACTURER
INSTRUCTIONS.

NEW 4" DR11 IPS
HDPE WATER MAIN

NEW 1"  DR11 IPS
BUTT WELD HDPE

X BRASS NPT
TRANSITION.

NEW 4" DR11
IPS HDPE

WATER MAIN

NEW 4x4x1  IPS HDPE
ELECTRO-FUSION TAPPING
SADDLE. MOUNT TO MAIN
ANGLED 45 DEGREES UP
FROM SPRING LINE ON
APPROPRIATE SIDE.

NEW 1-1/2" OR 2" DR11
IPS BUTT WELD HDPE X

BRASS NPT TRANSITION.

EXTEND NEW 1-1/2" OR 2" PEX
SERVICE LINE FROM CURB STOP
TO EXISTING METER BOX AND CAP
UNTIL HYDROSTATIC TESTING AND
BACTERIOLOGY IS COMPLETE.

NEW 4x4 x 2" IPS HDPE
ELECTROFUSION TAPPING
SADDLE. MOUNT TO MAIN
ANGLED HORIZONTAL FROM
SPRING LINE ON
APPROPRIATE SIDE.

NEW 4" DR11 IPS HDPE
WATER MAIN

FUSION BUTT WELD ALL
JOINTS PER ASTM F 2620
AND  MANUFACTURER
INSTRUCTIONS.

NEW 1-1/2" OR 2" DR11 IPS
BUTT WELD HDPE X BRASS

NPT TRANSITION.

NEW 4" DR11 IPS
HDPE WATER MAIN

TYPICAL TRENCH SECTION (HDPE)
SCALE: N.T.S.

PAVED AREASNON-PAVED AREAS

CAUTION
TAPE

30" MIN.

6" 6"

1'

PIPE ZONE
BACKFILL

NOTE 3

BOTTOM OF TRENCH
CLEAN UNYIELDING
UNDISTURBED EARTH,
NOTE 2.

RE-PAVE PER S.J.C.
REQUIREMENTS

1'

SUBSEQUENT
BACKFILL

NOTE 1

NOTE 1: IN UNPAVED AREAS TRENCH SPOIL
MAY BE USED. PLACE IN LAYERS
NOT EXCEEDING 6" AND COMPACT
TO 90% MODIFIED PROCTOR. IN
PAVED AREAS USE 5/8" MINUS
CRUSHED ROCK PLACED IN LAYERS
NOT EXCEEDING 6" AND COMPACT
TO 95% MODIFIED PROCTOR.

NOTE 2: WHERE THIS CANNOT BE ACHIEVED
NOTIFY DISTRICT'S REPRESENTATIVE
AND STOP WORK PENDING
INSTRUCTIONS.

NOTE 3: CLEAN SAND, PER GRAVEL OR 5/8
MINUS CRUSHED ROCK.

1" BRONZE THD x COMPR CURB STOP.

REF GENERAL WATER SYSTEM NOTE 1
NOTE: SERVICE LINE SHALL BE 2" FOR

BOTH 1-1/2 AND 2" SERVICES.

STANDARD DETAILS  (HDPE)

PREFERRED BY DISTRICT
G6

6 9

NONE

NONE



TYPICAL PVC SERVICE TAP: 1-1/2" & 2"
SCALE: N.T.S.

TYPICAL PVC SERVICE TAP
SCALE: N.T.S.

SAND BEDDING MATERIAL
IN SERVICE TRENCH TO
BACK OF METER BOX

WATER MAIN

45° TO 60°

CORP STOP
FORD F500-3-NL (3/4")

F500-4-NL (1"   )

TYPICAL TRENCH SECTION (PVC)
SCALE: N.T.S.

PAVED AREASNON-PAVED AREAS

CAUTION
TAPE

30" MIN.

6" 6"

1'

PIPE ZONE
BACKFILL

NOTE 2

4" BEDDING
NOTE 1

RE-PAVE PER S.J.C.
REQUIREMENTS

1'

SUBSEQUENT
BACKFILL

NOTE 3

NOTE 1: PLACE CLEAN ANGULAR SAND OR
5/8" MINUS CRUSHED ROCK AND
COMPACT SUFFICIENT TO PROVIDE
A FIRM UNYIELDING SURFACE. DIG
RELIEF DEPRESSIONS FOR PIPE
BELLS SO THAT THE MAIN BARREL
OF THE PIPE LAYS FLAT ON THE
BEDDING WITHOUT BRIDGING.

NOTE 2: PIPE ZONE BACKFILL MAY BE
CLEAN SAND, PEA GRAVEL, OR 5/8"
MINUS CRUSHED ROCK AND SHALL
EXTEND FROM THE TOP OF
BEDDING TO 1' ABOVE THE TOP OF
PIPE. PLACE IN LOOSE LAYERS NOT
EXCEEDING 6" IN THICKNESS AND
COMPACT TO 90% MODIFIED
PROCTOR.

NOTE 3: IN UNPAVED AREAS TRENCH SPOIL
MAY BE USED. PLACE IN LAYERS
NOT EXCEEDING 6" AND COMPACT
TO 85-90% MODIFIED PROCTOR. IN
PAVED AREAS USE 5/8" MINUS
CRUSHED ROCK PLACED IN LAYERS
NOT EXCEEDING 6" AND COMPACT
TO 95% MODIFIED PROCTOR.

2" CONTINUOUS
PEX OR HDPE
ROLL STOCK

SWING JOINT USE
ONLY BRONZE NIPPLES
AND FITTINGS

WATER MAIN

0° TO 10°

SERVICE SADDLE DOUBLE
STRAP (ROMAC 306 OR
APPROVED EQUAL).

SAND BEDDING
MATERIAL IN SERVICE
TRENCH TO BACK OF

METER BOX

MUELLER H-9968 CORPORATION
STOP OR APPROVED EQUAL

(MUELLER CC INLET/MIP OUTLET)

CONTINUOUS 1" DIA. PEX
OR HDPE SERVICE LINE

SEE STANDARD
METER INSTALLATION

FOR CONTINUATION.

ROMAC 306 DOUBLE
BOLT STAINLESS STEEL

SERVICE SADDLE.

EXISTING WATER
MAIN. VERIFY SIZE

AND MATERIAL.

NEW 4 X 4 X 4
STAINLESS STEEL
TAPPING SADDLE.

NEW 4" FL X MJ NON-RISING
STEM RESILIENT SEATED GATE
VALVE  WITH 2" OPERATING NUT.

NEW 4" AWWA C-900
PVC WATER MAIN.

MEGALUG JOINT RESTRAINTS.

REF GENERAL WATER SYSTEM NOTE 1

STANDARD DETAILS  (PVC)

ACCEPTABLE BY PERMISSION OF DISTRICT
G7

7 9

NONE

NONE


	C__Users_whaef_OneDrive_Documents_Work in Progress_Agate Beach LIne_CADD_Working Files_MHWD Standard Details v2 24 01 30 G6 (1).pdf
	C__Users_whaef_OneDrive_Documents_Work in Progress_Agate Beach LIne_CADD_Working Files_MHWD Standard Details v2 24 01 30 G7 (1).pdf

